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POWELL STREET

1. INSTALL

3. REMOVE mx_mﬁz_o TAIR A

4. REMOVE EXISTING CONCRETE

NOTES

1. CONTRACTOR IS RESPONSIBLE TO FIELD VERIFY SPREAD
FOOTINGS LOCATION AND DIMENSION.

2. BUILDING REAR WALL TO BE DEMOLISHED TO GRADE.

3. RAKERS W12X40, 11FT LONG, TYPICAL. LOCATION, SIZE, AND
NUMBER OF RAKERS SHOWN ON DRAWING IS PRELIMINARY
BASED ON EXISTING INFORMATION. FINAL DESIGN OF RAKERS
SHALL BE DESIGNED AND STAMPED BY A REGISTERED
CALIFORNIA PROFESSIONAL ENGINEER; DEMOLITION
CONTRACTOR SHALL INSTALL THE RAKERS PRIOR TO SLAB
ON GRADE DEMOLITION.

4. FOUNDATION AND ELEVATOR SHAFT DEMOLITION
EXCAVATIONS SHALL BE BACKFILLED WITH CLASS II FILL.

5. CONTRACTOR TO TAKE SPECIAL CARE WHEN DEMOLISHING
REAR WALL, IN ORDER TO AVOID ANY DAMAGE TO THE
ADJACENT PARKING BUILDING BRICK WALL.

6. CONTRACTOR TO NOTIFY OWNERS REPRESENTATIVE IF

ADJACENT PROPERTY FOUNDATION IS FOUND TO ENCROACH
INTO THE PAGODA THEATER PROPERTY.

LEGEND

EXISTING FOUNDATION TO BE REMOVED.

EXISTING CONCRETE SLAB TO REMAIN.

EXISTING STAIRS, LANDING RAMP TO BE REMOVED
EXISTING CONCRETE RAMP TO BE REMOVED.
EXISTING ELEVATOR SHAFT TO BE REMOVED.

EXISTING WATER, GAS LINES TO BE REMOVED; THEY SHALL
BE CUT AND CAPPED AT THE PROPERTY LINE

EXISTING CONCRETE ENCLOSED STEEL COLUMNS LOCATED
WITHIN BUILDING WALL, BRICK MASONRY WALL OR STEEL
COLUMNS TO BE REMOVED.

EXISTING SIGN TO BE REMOVED.

EXISTING PRINCIPAL BEAM SUPPORTING MEZZANINE TO BE
REMOVED.

EXISTING ROOF TO BE REMOVED.
EXISTING TRUSSES TO BE REMOVED.

EXISTING BRICK WALL, CONCRETE WALL, STUD WALL, ROOF,
WINDOWS AND MULTIPLE TOP LEVEL STUD TO BE REMOVED.

EXISTING CONCRETE LOW WALL TO BE REMOVED.

EXISTING RETAINING WALL AGAINST NEIGHBOR BUILDING TO
REMAIN, PROTECT IN PLACE.

PROVIDE RAKERS TO SUPPORT EXISTING BASEMENT WALL.
AFTER PLACING BRACING AND REMOVING GROUND LEVEL

SLAB, BACKFILL BASEMENT WITH CRUSHED CONCRETE OR
CLASS Il FILL.
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EXISTING BASEMENT CONCRETE WALLS TO BE REMOVED.
(CONSTRUCTION SEQUENCE 3)

EXISTING BRICK, CONCRETE WALL AND CONCRETE ENCASED
STEEL COLUMNS IN BASEMENT, TO BE RETAINED; PROTECT
IN PLACE.

EXISTING BASEMENT CONCRETE SLAB TO BE REMOVED.
(CONSTRUCTION SEQUENCE 2)

EXISTING PROPERTY LINE.

DEMOLITION SEQUENCE :

KERS TO SUPPORT EXISTING BASEMENT WALL
(LEGEND (15) )

(LEGEND (2A) AND

2. REMOVE mx&._._zo On&%m._.m FLOOR TUB BE REMOVED

LANDING RAMP
(LEGEND (3A) AND )

LLS IN BASEMENT TO BE
REMOVED (LEGEND AND )

5. BACKFILL BASEMENT WITH CRUSHED CONCRETE OR CLASS Il FILL

6. IF EXCAVATOR IS SITUATED ABOVE BACKFILL IN THE DEMOLISHED

BASEMENT SLAB, USE 1/2” THICK STEEL PLATE TO DISTRIBUTE
LOAD OVER LARGER AREA.
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