DESIGNER

NOTES

1. BASED IN THE GEOTECHNICAL INVESTIGATION 1731—1741
POWELL STREET, LA CORNETA PALACE, REPORT, BY
FILBERT STREET TREADWELL ROLLO, IN SAN FRANCISCO, CA. THERE ARE TWO
NARROW AIR DUCTS RUNNING FROM THE REAR BASEMENT
TO THE FRONT OF THE BUILDING, THEIR LOCATION SHOWN IS
APPROXIMATE, THE CONTRACTOR IS RESPONSIBLE FOR FIELD
PEDESTRIAN PROTECTION LOCATION OF SUCH UTILITIES.

IN ACCORDANCE WITH
SECTION 3306.2 SFBC
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EXISTING ADJACENT BUILDING
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S O < / @ EXISTING FOUNDATION TO BE REMOVED.
S N e | B0 B 1 W O B8 R S @ EXISTING CONCRETE SLAB AND MULTIPLE TOP LEVEL DECK
0 ey e Y e ety o oY a0 N a0 e e e e e o ot e e e et e e a0 Y00 Y00 e 00 o0 00 a0 0 0 0 00000020 %0% %% % %% TO BE REMOVED.
@ EXISTING STAIRS, LANDING RAMP TO BE REMOVED 205_13th STREET. SUITE 3130
(7)TYPICAL @ EXISTING CONCRETE RAMP TO BE REMOVED. SAN FRANCISCO, "CA 94013
_ N 4 @ EXISTING ELEVATOR SHAFT TO BE REMOVED. HM_V.A Aﬁmmvv M%Mulw@muw
| ) (6) EXISTING WATER, GAS LINES TO BE REMOVED; THEY SHALL EMAIL — Raman@rpace.com
_ / BE CUT AND CAPPED AT THE PROPERTY LINE
— m @ EXISTING CONCRETE ENCLOSED STEEL COLUMNS LOCATED Copyright 2013. These construction documents
L — \/ EXISTING LINE OF / s WITHIN BUILDING WALL, BRICK MASONRY WALL OR STEEL are the sole property of R P Associates, Inc.
BASEMENT X COLUMNS TO BE REMOVED TO GROUND LEVEL. n“aoﬁo«: ”ﬂo%o_haaﬂh“o% %:wnmaﬂ%hﬁ,a%@
1 . ' . H
/ TYPICAL S Q EXISTING SIGN TO BE REMOVED. written consent of R P Associates, Inc.
(20) @ EXISTING PRINCIPAL BEAM SUPPORTING MEZZANINE TO BE
- —_— REMOVED.
/ 6 EXISTING ROOF TO BE REMOVED.
LINE OF BALCONY @ EXISTING TRUSSES TO BE REMOVED.
L ] \\| ABOVE @ EXISTING BRICK WALL, CONCRETE WALL, STUD WALL, ROOF,
WINDOWS AND MULTIPLE TOP LEVEL STUD TO BE REMOVED.
_ OWNER
@ EXISTING CONCRETE LOW WALL TO BE REMOVED.
= = _” — — —_— === = __ e EXISTING RETAINING WALL AGAINST NEIGHBOR BUILDING TO 1> U>
N —_— === = = — REMAIN, PROTECT IN PLACE.
\I EXISTING AIR DUCTS TO — — —— PROTECT EXISTING @ EXISTING FIRE HYDRANT TO REMAIN. THEATHER
\ BE REMOVED. SEE NOTE 1. = SIDEWALKCAS REQUIRED. e EXISTING SFPUC WATER METER TO REMAIN.
DO @ EXISTING PG&E UTILITY TO REMAIN 1731-1741 POWELL STREET,
L . SAN FRANCISCO, CALIFORNIA
— ﬁ 6 EXISTING TELEPHONE UTILITY TO REMAIN.
@) _— (19 EXISTING CURB RAMP TO REMAIN. PROJECT  TITLE
\ @ REMOVE GROUND FLOOR SLAB OVER BASEMENT AFTER
I\ WALL BRACING HAS BEEN INSTALLED.
EXISTING BRICK WALL, CONCRETE WALL, STUD WALL, ROOF, Um 30_-_._._02
EXISTING LINE OF WINDOWS AND MULTIPLE TOP LEVEL STUD TO BE REMOVED.
_ BASEMENT
—
/ EXISTING CONCRETE LOW WALL TO BE REMOVED.
TYPICAL 1731-1741 POWELL STREET,
—— — — ——  EXISTING PROPERTY LINE.
_ SAN FRANCISCO, CALIFORNIA
R R R R DEMOLITION SEQUENCE
\ O \|‘ @/7\ (18) 26. REMOVE WALLS IN LIFT OF 3 FT ALL AROUND.
| H 28. REMOVE ELEVATOR SHAFT IN LIFT OF 3 FT.
W
\ _m 29. REMOVE STAIRS @ AND @
EXISTING ADJACENT BUILDING \ EXISTING ADJACENT BUILDING m_u
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